URETERAL ACCESS
SHEATH

Hydrophilic coating, with scale

Specifications

CODE SPECIFICATION
IVX-UA-1045 Inner D10OFr , L45mm
IVX-UA-1245 Inner D12Fr , L45mm

Contact us to find out how this innovative disposable system can streamline workflow
and improve the stone removal experience - for you and your patients.

Exclusively Imported and Distributed by:

& AAA PHARMA INC.

105 Maryland St., Cubao, Quezon City
Tel. No. :(02) 726-8715 / (02) 727-7822
E-mail :info@aaapharma.net
Website : www.aaapharma.net

DIGITAL URETEROSCOPE
CONTROL UNIT

_______ White Balance

- - Freeze
ne Atlo ana le al Datd
Voltage 100-240V AC
Power Supply g
Frequency 50/60 Hz
CMOS Resolution 400 (horizontal) x 400 (Vertical) pixels
Outputs HDMI, DVI, USB3.0
2 LEDs 4500 lux/each LED,
Examination Lamp
Brightness temp 6500K
Auto focus, white balance, brightness adjustment, edge reinforcement, zoom
Image Function in & out, photo and video replay, foot panel for photo and freeze

Image Storage 32G SD card for photo and video

Shanghai Anqing Medical Instrument Co.,Ltd.
& ————~~_ Room 202, 2nd Floor, No.7 Bullding&Room 202, 2nd Floor, No.4 Bullding, 150Callun Road, Zhangjiang
INNOVEX  igh-Tech Park, 201210 Shanghai, China
TEL: 8621 50191132 FAX: 8621 50191132-8004 ZIP: (021)201210

Single-Use
Flexible
Ureteroscope

A NEW SCOPE FOR EACH PATIENT

EU-Scope™







